
The information and data contained in this data sheet have been compiled with care and the best of our knowledge, but are not to be considered as binding. We always recommend the user to test our products on his own 
responsibility. Extensive research and development is ongoing, which is why m4p reserves the right to change the information, specifications and data without notice.
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Metal powder for laser-based powder bed fusion

Description, properties and application

m4p™ CuNiSiCr is a copper-base high-performance material in powder shape. It is characterized by high electrical and 
thermal conductivity combined with high hardness and strength. The very high level of strength for copper base materials is 
possible by thermal follow-up treatment (solution annealing with subsequent tempering). The material is used in a wide vari-
ety of areas of machine or mold construction, where a combination of strength and conductivity is important, such as cooling 
inserts for molds and die casting machines. In addition, there are many applications in electrical engineering or engine const-
ruction. Construction parts or fixings for marine applications result from the high seawater resistance of the material.

* after heat treatment

Tensile strenght Rm > 580 N/mm²

Yield strength* Re > 500 N/mm²

Elongation at break* A > 10%

Heat conductivity* 160 W/m K

Additive manufacturing and strength properties

Powder characteristics

Chemical analysis [wt%]

Element Min Max

Si 0,4 0,8

Cr 0,1 0,8

Ni 1,8 3,0

Cu Base
 

Particle size Laser PBF

CuNiSiCr



Die in diesem Datenblatt angeführten Angaben und Daten wurden mit Sorgfalt und bestem Wissen zusammengestellt, sind aber nicht als verbindlich zu verstehen. Dem Anwender empfehlen wir immer unsere Produkte 
eigenverantwortlich zu testen. Umfangreiche Forschung- und Entwicklungsmaßnahmen laufen kontinuierlich, weshalb sich m4p das Recht vorbehält, die Informationen, Angaben und Daten ohne Ankündigung zu verändern. 
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Metallpulver für das laserbasierte Pulverbettverfahren

Beschreibung, Eigenschaften und Anwendung

m4p™ CuNiSiCr stellt einen kupferbasierten Hochleistungswerkstoff in Pulverform dar. Kennzeichnend ist die hohe 
 elektrische und thermische Leitfähigkeit bei hoher Härte und Festigkeit. Das für Kupferbasis werkstoffe sehr hohe 
Festigkeits niveau wird durch eine thermische Nachbehandlung möglich (Lösungsglühung mit anschließendem Anlassen). 
Anwendung findet das Material in unterschiedlichsten Bereichen des Maschinen- oder Formenbaus, bei denen eine 
 Kombination aus Festigkeit und Leitfähigkeit von Bedeutung ist. Als Beispiele sind Kühleinsätze für Formen und Druckguss-
maschinen zu nennen. Außerdem liegen vielfältige Anwendungen im Elektromaschinenbau oder auch Motorenbau vor. 
Konstruktionsteile oder Befestigungselemente aus der  marinen Anwendung ergeben sich aus der hohen Seewasser-
beständigkeit des Werkstoffs. 

* nach Wärmebehandlung

Zugfestigkeit* Rm > 580 N/mm²

Streckgrenze* Re > 500 N/mm²

Bruchdehnung* A > 10%

Wärmeleitfähigkeit* 160 W/m K

Additive Fertigung und Festigkeitseigenschaften

Pulverkenngrößen

Chemische Richtanalyse [Gew.%]

Element Min Max

Si 0,4 0,8

Cr 0,1 0,8

Ni 1,8 3,0

Cu Basis
 

Korngröße Laser PBF

CuNiSiCr


